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Federal Energy Regulatory Commission § 2.55 

STATEMENTS OF GENERAL POLICY AND 
INTERPRETATIONS UNDER THE NAT-
URAL GAS ACT

§ 2.51 [Reserved]

§ 2.52 Suspension of rate schedules. 
The interpretation stated in § 2.4 ap-

plies as well to the suspension of rate 
schedules under section 4 of the Nat-
ural Gas Act. 

(Natural Gas Act, 15 U.S.C. 717–717w (1976 & 
Supp. IV 1980); Federal Power Act, 16 U.S.C. 
791a–828c (1976 & Supp. IV 1980); Dept. of En-
ergy Organization Act, 42 U.S.C. 7101–7352 
(Supp. IV 1980); E.O. 12009, 3 CFR part 142 
(1978); 5 U.S.C. 553 (1976)) 

[Order 303, 48 FR 24361, June 1, 1983]

§ 2.55 Definition of terms used in sec-
tion 7(c). 

For the purposes of section 7(c) of the 
Natural Gas Act, as amended, the word 
facilities as used therein shall be inter-
preted to exclude: 

(a) Auxiliary installations. (1) Installa-
tions (excluding gas compressors) 
which are merely auxiliary or appur-
tenant to an authorized or proposed 
transmission pipeline system and 
which are installations only for the 
purpose of obtaining more efficient or 
more economical operation of the au-
thorized or proposed transmission fa-
cilities, such as: Valves; drips; pig 
launchers/receivers; yard and station 
piping; cathodic protection equipment; 
gas cleaning, cooling and dehydration 
equipment; residual refining equip-
ment; water pumping, treatment and 
cooling equipment; electrical and com-
munication equipment; and buildings. 

(2) Advance notification. One of the 
following requirements will apply to 
any specified auxiliary installation. If 
auxiliary facilities are to be installed: 

(i) On existing transmission facili-
ties, then no notification is required; 

(ii) On, or at the same time as, cer-
tificated facilities which are not yet in 
service (except those authorized under 
the automatic procedures of part 157 of 
subpart F of this chapter), then a de-
scription of the auxiliary facilities and 
their locations must be provided to the 
Commission at least 30 days in advance 
of their installation; or 

(iii) On and at the same time as fa-
cilities that are proposed, then the 

auxiliary facilities must be described 
in the environmental report specified 
in § 380.12 or in a supplemental filing 
while the application is pending. 

(b) Replacement of facilities. (1) Facili-
ties which constitute the replacement 
of existing facilities that have or will 
soon become physically deteriorated or 
obsolete, to the extent that replace-
ment is deemed advisable, if: 

(i) The replacement will not result in 
a reduction or abandonment of service 
through the facilities; 

(ii) The replacement facilities will 
have a substantially equivalent de-
signed delivery capacity, will be lo-
cated in the same right-of-way or on 
the same site as the facilities being re-
placed, and will be constructed using 
the temporary work space used to con-
struct the original facility (See appen-
dix A to this part 2 for guidelines on 
what is considered to be the appro-
priate work area in this context); 

(iii) Except as described in paragraph 
(b)(2) of this section, the company files 
notification of such activity with the 
Commission at least 30 days prior to 
commencing construction. 

(2) Advance notification not required. 
The advance notification described in 
paragraph (b)(1)(iii) of this section is 
not required if: 

(i) The cost of the replacement 
project does not exceed the cost limit 
specified in Column 1 of Table I of 
§ 157.208(d) of this chapter; or 

(ii) U.S. Department of Transpor-
tation safety regulations require that 
the replacement activity be performed 
immediately; 

(3) Contents of the advance notification. 
The advance notification described in 
paragraph (b)(1)(iii) of this section 
must include the following informa-
tion: 

(i) A brief description of the facilities 
to be replaced (including pipeline size 
and length, compression horsepower, 
design capacity, and cost of construc-
tion); 

(ii) Current U.S. Geological Survey 
7.5-minute series topographic maps 
showing the location of the facilities to 
be replaced; and 

(iii) A description of the procedures 
to be used for erosion control, revege-
tation and maintenance, and stream 
and wetland crossings.
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